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• SUMMARY
A novel technique for measuring
ultrasonic velocity was used to mon-
itor changes that occur during pro-
cessing and heat treatment of a SiC/
RBSN composite. Results indicated
that correlations exist between the
ultrasonic velocity data and elastic
modulus and also interracial shear
strength data determined from mech-
anical tests. The ultrasonic veloc-
ity'data can differentiate changes
in axial modulus as well as in
interracial shear strength. The
advantages and potential of this NDE
method for fiber-reinforced ceramic
matrix composite applications are
discussed.
INTRoDucTION
The mechanical performance of
fiber-reinforced ceramicmatrix com-
posites (FRCMC) depends upon fiber,
fiber/matrix interface and matrix
properties (ref. 1). Changes in
component properties either during
fabrication or service will influ-
ence mechanical properties. These
changes are generally measured by
destructive tests. However, it
would be desirable to have a nonde'-
structive (NDE) method for monitor-
ing changes in these properties.
The purpose of the present work
was to devise and use an ultrasonic
velocity method to monitor changes .-
in matrix properties and interfacial
shear strength in a unidirectionally
reinforced SiC/RBSN composite. Two
modes of ultrasonic wave propagation
were measured along the fiber direc-
tion for specimens prepared under
various conditions of density, SiC
fiber surface coating, and heat
treatment history. Differences in
velocity between these conditions
were then compared to differences in
mechanical properties as determined
by destructive tests.
EXPERIMENTAL
Ultrasonic Set-up
A schematic of the ultrasonic
velocity measurement unit is shown
in figure 1. The unit employs two
transducers. Pairs of broadband
transducers withcenter frequencies
of 0.5, 1.0, and 2.25 MHz are used.
They are coupled to the same surface
of the specimen and are separated by
a distance S which is varied from
38.1 to 70 mm.
The transducers are Coupled to
the specimen through silicone' rubber
pads bonded to the transducer face.
The pads are 12.7 x 5 mmand about
2 mmthick when uncompressed. Dur-
ing measurement, the couplant pads
are compressedonto the specimen
with combined force of about 2.5 N.
An advantage of the silicone pad
coupling is that it allows ultra-
sonic measurementof porous speci-
menswithout leaving any residue.
The sending transducer introduces
ultrasound. The receiving transdu-
cer captures the signal after it has
interacted with the specimen. These
collected signals are digitized,
stored, and analyzed.
Velocity MeasurementTechnique
The ultrasonic set-up described
above is similar to the acousto-
ultrasonic (AU) method (ref. 2).
The AUmethod measures the amplitude
and frequency distribution of ultra-
sonic signals that arrive at the
receiving transducer. There are
discrete pulse components in this AU
signal that are relatively low in
amplitude and frequency. In many
cases these pulses are not detect-
able. However, under conditions
where high frequencies are damped
and ringdown is suppressed, the dis-
crete pulses becomeevident. This
damping and ringdown suppression is
achieved through optimizing couplant
pad pressure. The optimum combined
force on the pair of transducers for
our work is found to be approxi-
mately 2.5 N.
Figure 2 shows the time domain
of a typical ultrasonic signal col-
lected using two 2.25 MHzcenter
frequency transducers. The signal
displays two very prominent low fre-
quency pulses. The pulse labeled 1
travels directly from the sender to
the receiver along the distance, S.
There is another pulse of interest
in figure 2. It is the relatively
high frequency pulse at the very
beginning of the signal. It is
labeled 2 in figure 2. This also
travels directly the distance S.
By windowing the ultrasonic
pulses I and 2 separately, one can
determine their arrival times. In
order to study these pulses more
precisely, different transducer fre-
quency ranges were employed. For
pulse I, two 0.5 MHzcenter fre-
quency transducers were used. For
pulse 2, two 1.0 MHztransducers
were used.
Precise velocity values were
determined from the ultrasonic pul-
ses by varying the transducer spac-
ing, S, shown in figure I from 38.1
to 70 mmfor a total of seven spac-
ings. For each spacing a waveform
was collected. Eachwaveform was
Fourier transformed and gaussian
filtered to maximize the frequency
range of the pulse of interest. The
signal was then transformed back to
the time domainwhere the time of
the pulse arrival was determined.
With this set of seven transdu-
cer spacings, Si, and arrival times,
ti, a velocity _an be determined
f_om the slope of a regression curve
as illustrated in figure 3 (i.e.,
Velocity = AS/At). The use of linear
regression to determine velocity
allows one to evaluate the accuracy
of the data through the "goodness-
of-fit" of the curve.
Based upon the relative magni-
tudes of the velocities and their
general range of values (ref.3),
pulse I is seen to behave as a shear
wave and its velocity is designated
as VS. Similarly, pulse 2 behaves
as a longitudinal wave and is desig-
nated as VL.
The primary limit to this tech-
nique is the extent that the through
length pulses can be resolved to
yield arrival times. The initial
experience is that the VS pulses are
more resolvable and reproducible
than VL pulses. This is because
they are of larger amplitude.
Ultrasonic Velocity Measurements
Tensile specimenswere subjec-
ted to four ultrasonic velocity runs
for VL determination and four runs
for VS. A run is a set of seven
spacing and pulse arrivals that are
regressed to obtain a velocity. Two
runs were performed on each side of
a given specimen. The average and
standard deviation of the four val-
ues were used in assessing the sen-
sitivity of velocity to mechanical
strength in the specimens. Gener-
ally, the standard deviation for VS
averages was about 2 percent. For VL
the standard deviation was less than
10 percent unless VL on one side of
the specimen was obviously a differ-
ent value than that of the other.
In this case VL was still averaged
over the two sides for the purpose
of comparison with mechanical prop-
erties. VS was always the sameon
both sides.
RESULTS
nonlinear region. The standard and
HIPed SCS-6/RBSNcomposites dis-
played no strain capability beyond
ultimate stress. The oxidized SCS-6/
RBSNcomposite showedsomestrain
capability beyond the ultimate
stress, i.e. maximumstress. The
stress-strain curve for SCS-O/RBSN
composites had only an initial lin-
ear region and displayed no strain
capability beyond matrix fracture.
The interracial shear strength,
ISS, was measuredby the matrix
crack spacing method from knowledge
of the average matrix crack spacing,
the first matrix cracking stress,
and the elastic properties of the
constituents. Details of the method
can be found elsewhere (refs. 6
and 7). Since SCS-O/RBSNcomposites
failed similar to monolithic ceram-
ics, the matrix crack spacing method
could not be used. The interfacia]
shear strength of SCS-O/RBSNcompos-
ites was estimated from fiber push
out results (ref.8).
Mechanical Properties
The mechanical property data
obtained from the stress-strain
curves, the ultrasonic velocity
data, and the interfacial shear
strength data measured for the
SiC/RBSNcomposites are shownin
table I.
The four fabrication conditions
illustrated in figure 4 can be used
to assess the validity of the asser-
tion that the ultrasonic velocities,
VL and VS, measured in this work are
sensitive to changes in, respec-
tively, axial tensile modulus (E)
and interfacial shear strength (ISS)
in SiC/RBSNcomposites.
Typical room-temperature ten-
sile stress-strain curves are shown
in figure 4 for the standard SCS-6/
RBSNand HIPed SCS-6/RBSN,the
SCS-O/RBSN,and the standard SCS-6/
RBSNcomposites heat treated in
oxygen at 600 °C for 100 hr. The
stress-strain curves of the compos-
ite specimens, except for the SCS-O/
RBSNcomposite, show three distinct
regions: an initial linear region,
followed by a nonlinear region, and
then a second linear region. Previ-
ous studies (ref. 6) have indicated
that matrix cracking normal to the
fibers and generation of regular
multiple matrix cracking led to the
Density Effects
Figure 5 shows the difference
in mechanical properties between the
standard SCS-6/RBSNspecimenS, with
typical density of 2.40 g/cm_ and
HIP'ed spgcimens with density of
3.04 g/cm_. Similarly, figure 6
shows the dependenceof the ultra-
sonic velocities on density. Taking
these two figures together, we see
that the elastic modulus E, and the
ultrasonic property VL both are
increasing functions of specimen
density. However, ISS and VS are
essentially independent of density.
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Interface Effects
Figures 7 and 8 compare the
ultrasonic velocity data and the
mechanical property data of the
standard SCS-6/RBSN and the SCS-O/
RBSN. Figure 7 shows that VS and
ISS are both greater with the
uncoated SCS-O fibers. The ISS in
SCS-O is so large that it is beyond
precise determination with the fiber
push-out test. The lower bound is
taken as 200 MPa. The difference of
VS is not as extreme between the
SCS-6/RBSN and SCS-O/RBSN, but it is
statistically significant.
Figure 8 shows that VL and E
have a similar trend with respect to
type of fiber. Neither of these
variables shows a statistical dif-
ference with the fiber type.
Figure g shows the room-
temperature mechanical properties, E
and ISS, for standard grade SCS-6/
RBSN before and after i00 hr of oxi-
dation treatment at 600 °C. Both
mechanical properties are degraded
by the oxidation heat treatment.
Figure i0 shows that the measured
ultrasonic velocities, VL and VS,
are also degraded by the heat
treatment.
DISCUSSION
In one theoretical model, the
ultrasonic wave propagation in uni-
directional fiber reinforced com-
posites, the wave propagation is
treated in terms of bulk waves
(refs. 9 and I0). In another, it is
treated in terms of Lamb waves
(ref. II). Both models predict the
existence of wave modes that corre-
late with the axial modulus and also
separate modes that correlate with
shear modulus. The relationship
between the ultrasonic modulus and
ultrasonic velocity has been
experimentally confirmed in boron
fiber-reinforced aluminum matrix
composites (ref. 12). The calculated
ultrasonic modulus values of this
system were in good agreement with
the modulus values measured by mech-
anical property testing. However,
no such relationship has been
experimentally confirmed for shear
properties of a composite. This is
likely due to the difficulty of gen-
erating and detecting shear type
waves in materials. Often, this
requires special couplant materials
as well as specimen geometry and
surface preparation. However, by
use of appropriate transducer fre-
quency range and contact pressure we
have been able to generate and
detect waves with sensitivity to
both shear and longitudinal mechani-
cal properties. This was accom-
plished without the need of a
special shear couplant, specimen
geometry, or surface preparation.
Results of this study have
clearly indicated that with increas-
ing axial elastic modulus of the
SiC/RBSN specimens, the velocity VL
also increases. Conversely, loss of
elastic modulus caused by oxidation
of the fiber matrix/interface
resulted in loss of velocity VL.
These results are consistent with
the theoretical predictions cited
above. Furthermore, under the fab-
rication or heat treatment condi-
tions in which the interfacial shear
strength has increased, the velocity
VS correspondingly increased; simi-
larly, loss of interfacial shear
strength resulted in decrease in
velocity VS. This relationship has
not been reported before with uni-
directional fiber-reinforced
composites.
We are not aware of a physical
model that relates interfacial shear
strength and shear velocity. How-
ever, it is possible that under the
conditions in which we caused inter-
facial properties to change, the
shear modulus of the fiber/matrix
composite is also affected. Further
work is needed to prove this concept
and to better understand the
relationship between interfacial
shear and shear velocity.
CONCLUSIONS
We demonstrated that for three
important CMC parameters: density,
SiC fiber type, and oxygen heat
treatment; changes in the measured
ultrasonic velocity VL correspond to
changes in axial modulus E. Also,
changes in the velocity VS corre-
spond to changes in interfacial
shear strength ISS. These results
suggest that ultrasonic velocity can
be used to measure and differentiate
between two important strength
parameters in ceramic matrix com-
posites. These parameters typically
are determined by destructive mech-
anical tests.
It is believed that the rela-
tion between VS and interracial
shear strength derives from the
possible relationship between ISS
and interfacial shear modulus in the
specimens tested in our work.
Our work indicates qualitative
relationships and sensitivities
between ultrasonic velocity and key
mechanical properties of ceramic
matrix composites. To further
realize the property prediction
capabilities of the ultrasonic mea-
surements, effort should be directed
toward ultrasonic assessment of
thermo-mechanical degradation and
impact damage in ceramic matrix
composites.
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TABLEI. - MECHANICALNDULTRAI
Specimen
As-fabricated
SCS-6/RBSN
Density,
g/cm_
Axial
modulus,
GPa
193,7
;ONICDATAFORSiC/RBSNCOMPOSITES
Inter-
facial
shear
strength,
MPa
VL
Velocities,
• cm/#sec
18,3 a 0.756,0.033
VS
aMeasured by matrix crack spacing method.
bMeasured by fiber push out method.
SCS-6/RBSN heat
treated in oxy-
gen at 600 °C
for 100 hr
HIPed 3.04,0.05 295,3 19,6 a 0.851,0.45 0.383,0.045
SCS-6/RBSN
As-fabricated 2.40,0.1 193,7 >200 b 0.725,0.132 0.442,0.014
SCS-O/RBSN
2.40,0.1 159,7 0.9,3 a 0.549,0.32 0.275,0.011
0.385,0.015
I
1
Syno W.ve,ormo,O,,+,erHI °oo, r
s gns | I I
½ I i I
Sa " 1 1 _--Receiving
enalng _ _ // transducer
.._ucer--. IV I 171-"
" Jr. _1 _ S t_ 1 /-- Tensile
c_Ira _ table contact
t--," / U | couplant
Figure 1.--Schematic of ultrasonic velocity measurement setup.
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